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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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Satyanarayan Gangarara Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 
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( Reaffirmed 2005 ) 
TECHNICAL DRAWINGS — ITEM LISTS 



National Foreword 

This Indian Standard, is identical with ISO 7575-1983 'Technical drawings — Item lists' 
issued by the International Organization for Standardization (ISO), was adopted by the Indian 
Standards Institution on ttje recommendation of the Drawings Sectional Committee and approval of 
the Mechanical Engineering Division Council. 

An Indian Standard IS : 696-1972 'Code of practice for general engineering drawings (second 
revision ) was originally issued in 1955 and was revised in 1960 as a consequence of the changeover 
to the metric system of weights and measures. The second revision of IS : 696 was carried out in 
1972 to bring it more in line with the recommendations published by the Technical Committee TC 10— 
Technical Drawings of international Organization for Standardization. 

ISO has published number of standards on various subjects covered in 18:696*1972. This 
standard is an adoption of ISO 7573-1983 on the subject superseding the relevant subject matter 
covered in 1.7 of IS : 696-1972. 

Whenever the words 'International Standard' appear, referring to this standard, they should be 
read as 'Indian Standard'. 
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Cross References 

international Standard 
ISO 128-1982 

ISO 5457 - 1980 
ISO 3098/1-1974 

ISO 6428-1982 
ISO 6433-1981 



Corresponding Indian Standani 

IS : 10714-1^83 Ger>€ral principles of present- 
ation on technical drawings 
( identical ) 

IS : 10711-1983 Sizes of drawing sheets 
(Identical) 

IS : 9609 ( Part 1 )-1983 Lettering on technical 
drawings: Part 1 English lettering ( second 
revision ) 
( Identical ) 

IS : 10164-1985 Requirements to execute techni- 
cal drawings microcopying 
( Identical ) 

IS : 10712-1983 Presentation of item references 
on technical drawings 
( Identical ) 



ISO 7200-1984 



IS: 11665-1985 
drawings 
( Identical ) 
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introduction 

Item lists are complete lists of the items constituting an 
assembly (or a sub-assembly), or of detailed parts, presented 
on a technical drawing. It is not necessary for all these items to 
be detailed on an end-product drawing. The association be- 
tween the items on an item list and their representation on the 
relevant drawing (or on other drawings) is given by the item 
references. 

On the basis of the Item list, other lists may be established 
which are required for different purposes, as for example, time- 
keeping, stock-taking, etc. Such additional lists should not be 
included on, nor form part of, end-product drawings. 



1 Scope and fi6ld of application 

This International Standard gives guidance and recommen- 
dations on the establishment of item lists for use with technical 
drawings. 

It is restricted to item list^ as a means for cross-referencing item 
references (see ISO 6433). Such item lists provide necessary in- 
formation for the production or procurement of the items. 



2 References 

ISO 128, Technicai drawings — General principles of presen- 
tation. 

ISO 3098/1, Technical drav^/ings — Lettering — Part 1 : Cur- 
rently used characters. 

ISO 5457, Technical dra)Mngs — Sizes and layout of drayMng 
sheetSr 

ISO 6428, Technical drawings — Requirements for microcopy- 
ing. 

ISO 6433, Technical drawings — Item references. 

ISO 7200, Technical drawings — Title block."^^ 



3 General requirements 

3.1 Position 

3.1.1 The item list may be included on the drawing itself or be 
a separate document. 

3.1.2 When included on the drawing, the position of the item 
list should be such as to be read in the viewing direction of the 
drawing. The list may be in conjunction with the title block (see 
ISO 7200). Its outlines may be drawn with continuous thick 
lines (type A of ISO 128). 

3.1.3 Where the item list is shown on a separate document, 
this shall be identified by the same number as that of the parent 
drawing. 

However, to distinguish this identification from that of the 
parent drawing, it is recommended that the item list number be 
preceded by the prefix "Item list" lor a similar term in the 
language used on the documents). 

The sheet sizes for separate item lists shall be chosen in accor- 
dance with ISO 5457. 

3.2 Layout 

3.2.1 It is recommended that the item list be arranged in col- 
umns by means of continuous thick or thin lines <type A or B of 
ISO 128) to allow information to be entered under the following 
headings (the sequence of these is optional) : 

— item; 

— description; 

— quantity; 

— reference; 

— material. 

NOTE ~ If necessary, more columns can be added to covflr soecific re- 
quirements (see 3.2.7). 



1) At present at the stage of draft. 
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3.2.2 The "rtem" column'shows the relevant item reference 
number as shown on the relevant drawing {see ISO 6433). 

3.2.3 The "description" column shows the designation of the 
item. Abbrevations may be used if they do not impair clarity. If 
the item concerns a standard part (for example, bolt, nut, stud, 
etc.), its standard designation shall be used, in accordance with 
the relevant standard. 

3.2.4 The "quantity" column shows the total number of that 
particular item necessary for one complete assembly. 

3.2.5 The "reference" column is used to identify items which 
are not completely represented on the parent drawing, such as 
parts represented on other drawings, standard parts or other 
ready-made parts. According to the case, the number of the 
other drawing, the relevant standard, the code or any similar in- 
formation may be entered here. 

3.2.6 The "material" column shows the type and quality of 
the material to be used. If this is a standard material, its stan- 
dard designation shall be given. 

3.2.7 The item list can additionally include other information 
necessary for the finished product, for example : 

— stock number; 



— unit mass; 

— state of delivery; 

— remark. 

3.3 Entries 



3.3.1 Entries should be made in the relevant columns in 
horizontal rows. For clarity, it is recommended that each item 
entry be separated by means of continuous thick or thin lines 
(type A or B of iSO 128). 



3.3,2 The sequence of the entries shall follow that of the item 
references. When the item list is included on the drawing, the 
sequence shall be from bottom to top, with headings of the col- 
umns immediately underneath. With separate item lists, the se- 
quence shall be from top to bottom, with headings at the top. 



3.3.3 The entries may be executed by means of free-hand let- 
tering, stencilling, or any other appropriate means, preferably 
using capital letters as specified in ISO 3098/1, For ad lettering, 
including that made mechanically, see the relevant specifica- 
tions in ISO 6428. 
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